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Tuscany II Pergola
Manual and Installation Instructions

Please read these instructions before removing parts from crate




Introduction

Thank you for your purchase from The Outdoor GreatRoom Company. The purpose of this manual is to make the installation and
assembly simpler. Outdoor GreatRoom company recommends visiting with your local authority for building codes, restrictions, or
requirements for this product. Please read through entire instruction manual before beginning installation.

This pergola is made of reinforced fiberglass beams with glass-reinforced concrete columns. Made in North America, your new
pergola is designed to be sturdy, hassle-free , and requires no routine maintenance.

Important:

« Anchoring Required—Contact your local authority for details

e« Read instructions prior to assembly

o Assistance is required and we recommend at least 2 people for installation

« If you have questions contact the place of purchase

Before Beginning, make sure that all components listed on the next page were included with your hardware kit.
Contact your dealer if any parts are missing.

Tools Required

Corded or Cordless Drill
Measuring Tape

Level

Step Ladder

Hammer Drill*
Concrete Drill Bit*
Concrete Anchors*

*Only Required for anchoring to concrete surfaces.

Disclaimer—The Outdoor GreatRoom Company is not liable for damage caused by weather or misuse



Assembly Instructions for Tuscany Il Pergola
| A ‘Columns X4 1B | Header Beams X2 | C | Crossbeams X5

=

Joint Strips X14 | E | #12 Screws X56 | £ | Anchor Caps X16

D




Step 1:

Loosely bolt columns “A” to
surface in their final positions
making sure screw holes in
tops of columns are lined up
properly for installation of

Step 2:
Use screws “E” to attach hardwar
“D” to beams “B” and “C” g

as shown. @

Step 5:

attach to columns
with screws “E”

Flip beams “B” over and

header beams. ®\
—
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Step 4 Step 4-1: Step 4-2:

Install outer crossbeams “C”

using joint strips previously I

installed in Step 2.
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Install center crossbeam “C”

Install remaining crossbeams
“C”, tighten all bolts and
screws.
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IYour' pergola is now fully assembled!




Dimensional and Post Location Information

NOTE 1: NOTE 2: - -
Recommended 12-18” DIAfoot- Do not perform final tightening of
ing (12" minimum). Check local all bolts until unit is fully assem-

codes for depth minimums. Foot-  bled, level, and square. After

ing typically 24” minimum depth,  pergola is IN POSITION,

42” for extreme cold climates. SQUARED UP, & LEVELED,
anchor posts with masonry bolts,
or appropriate method for

chosen surface. (113 IR
Max Width

__________

Max Length

10°

(Suggested for installation on
lawns with concrete footings.
For other surfaces, appropriate
mounting methods should be
used.)

Inside Dimension

8 7% See next page for detailed con-

crete anchoring instructions.




Instructions for Anchoring Tuscany Pergola to Concrete

Required Materials:
( X16)

length requirements)

Electric drill suitable for concrete use.

3/ 8" (et MtHdodal &ilﬁin@codeﬁfoﬂpl@pha@cl’fors .

Va

Supplied cap glued in place with
silicone adhesive.

% " socket wrench or similar to
Silicone adhesive suitable for outdoor use. l —
1.0nce appropriate positions have been located for all col- - :YFI‘F“_ TR
umns and beams you will notice four (4) holes at the base _,lfl$:$:$'-i L ]l g
of each column positioned in the orientation shown below i ] ! wer el
] o ! ! R
| | 5. &%, & e .
e
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i : l :' :_____{::::;’}KMinimum1/5"5him
_______________________________ T:._I_J:____ e S
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B———— O 15 | | r\go .
Loy CAN BE TAPCON,
L gefor CAN BE WOODSCREN
T (BY OTHERS)
2.Predr i | | al | holes with a- 3/8” bit suitable for concr
drill pavement with a 3/ 8 Oncdbbltsaretinstalled and secpréd kightly, dpplydathtn ting
selected anchor bolt length. of silicone adhesive to the shallow ridge around bolt hole.
3. As shown, (at right) insert concrete anchors (not supplied) Place cap in ridge and wipe away any excess silicone. Allow
into holes and tighten sufficiently. adequate time to dry before exposing to rain or snow.
Not e: Ensure that all columns are shimmed a minimum o

. . i 1
from pavement to ensure possible water exit. Your Tuscany Il pergola is now securely anchored!



Warranty Information

Your new Tuscany Il pergola is warranted against defects for a period of one (1) year from the date of purchase.
Hardware should be sprayed with a clear lacquer sealer once your pergola is assembled to prevent rust and
corrosion.

For warranty service, please contact your dealer.
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The Outdoor Greatroom Company
2015 Silver Bell Road, #195, Eagan, MN 55122

www.outdoorrooms.com

Please contact your Outdoor Greatroom Company dealer with any questions or concerns. For the number of your nearest

Outdoor Greatroom dealer, please call 651.287.7460 or 866.303.4028.
visit us online at www.outdoorgreatrooms.com.


http://www.outdoorrooms.com

