




normal conditions. 
After the first year, with respect to this Limited Warranty, TRIPARO may, at its discretion, fully discharge all obligations 
with respect to this warranty by refunding to the original warranted purchaser the wholesale price of  any warranted but 
defective part(s).  
After the first year, TRIPARO will not be responsible for installation, labour or any other costs or expenses related to the 
reinstallation of a warranted part, and such expenses are not covered by this warranty. 
Notwithstanding any provisions contained in this Limited Warranty, TRIPARO’S responsibility under this warranty is 
defined as above and it shall not in any event extend to any incidental, consequential or indirect damages. 
This warranty defines the obligations and liability of TRIPARO with respect to the TRIPARO gas appliance and any other 
warranties expressed or implied with respect to this product, its components or accessories are excluded. 
This limited warranty does not cover damages resulting from the use of components not supplied with the appliance, or 
the use of fuel other than those specified. 
Any damages to appliance due to weather, (including freezing damage), long periods of dampness, condensation, 
damaging chemical or cleaners will not be the responsibility of TRIPARO, (Rush Incorporated).  
The original bill of sale will be required together with a model number when making any warranty claims from your 
authorized dealer.  The warranty registration card, (if included with kit), must be returned within fourteen days of purchase 
to register the warranty. 
TRIPARO reserves the right to have its representative inspect any product or part thereof prior to honouring any warranty 
claim.  

 
 

GENERAL INFORMATION 
 

WARNING 
This appliance shall be used ONLY outdoors in a 
well- ventilated space and shall NOT be used 
inside a building, garage, or any other enclosed 
area. 

WARNING 
This appliance is not approved as a cooking device 
and should not be used as such. 

WARNING 
THIS UNIT IS NOT FOR USE WITH 

SOLID FUELS. 
WARNING 

Cylinders must be stored outdoors in a well-
ventilated area out of reach of children.  
Disconnected cylinders must have threaded valve 
plugs tightly installed and must not be stored in a 
building, garage or any other enclosed area. 

WARNING 
Storage of this appliance indoors is permissible 
only if it has been disconnected from its fuel supply 
(natural gas line or LP/PROPANE gas cylinder). 

 
The installation must conform with Local Building and / or Fire codes, or in the absence of local codes, with the 
National Fuel Gas Code ANSI Z223.1/INFPA 54 in the United States or CSA B149.1. Natural Gas and 
Propane Installation code in Canada. 
The appliance and its individual shut off valve must be disconnected from the gas supply piping system during 
any pressure testing of the system at test pressures in excess of ½ psig (3.5kPa). 
This appliance must be isolated from gas supply piping system by closing its individual manual shut off valve 
during any pressure testing of the gas supply piping system at test pressures equal to or less than 1/2 psig 
(3.5kPa). 
The following clearances to combustible materials must be maintained: Bottom – 0 inches, Sides (all around) – 
48 inches (1,219mm), top – 72” (1.83m). 
Always keep the appliance area clear and free from combustible materials, gasoline, and other flammable 
vapors and liquids. 
 



Do not locate appliance where it can get excessively wet.  Do not use this appliance if any part has been 
underwater.  Immediately call a qualified service technician to inspect the unit and to replace any part of the 
control system and any gas control which has been underwater. 
 

• Installation and repair should be done by a qualified service person.  The appliance should be inspected 
before use and at least annually by a qualified service person. More frequent cleaning may be required as 
necessary. It is imperative the control compartment, burner and circulation air passageways of the 
appliance be kept clean and free. 

• If it is evident there is excessive abrasion or wear of any of the components, if the fuel supply hose is cut 
or cracked, it must be replaced prior to the appliance being put into operation. 

• Children and adults should be alerted to the hazards of high surface temperatures and should stay away 
to avoid burns or clothing ignition. 

• Young children should be carefully supervised when they are in the area of the appliance. 
• Clothing or other flammable materials should not be hung from the appliance, or placed on or near the 

appliance. 
• Any guard or other protective device removed for servicing the appliance must be replaced prior to 

operating the appliance. 
• Inspect the fuel supply connection for signs of leakage (including the hose for LP models) before each 

use of the appliance. 
• The pressure regulator and hose assembly supplied with LP models must be used. Replacement 

pressure regulator and hose assemblies must be those specified in this manual. 
• The 20lb LP gas supply cylinder used with LP models must be constructed and marked in accordance 

with the specifications for LP-gas cylinders as required by the U.S. Department of Transportation (DOT) 
or the Canadian Transport Commission (CTC). 

• The 20lb LP gas cylinder supply system must be arranged for vapor withdrawals. 
• The 20lb LP gas cylinder used must include a collar to protect the cylinder valve. 
• When an LP model is not in use, the LP-gas must be turned off at the 20lb supply cylinder. 
• To extend the life of your TRIPARO Gas Log Fire Pit, protect and cover it from the elements when not in 

use. Ensure fire pit has ample time to cool off after use and prior to installing storage cover. Damage 
caused to storage cover due to heat or burns are not covered by warranty. 

INPUT 
Model Fuel Max. Input 

Btu/Hr 
Celtic / Milan 

10” Ring 
Natural Gas 77,000 

Celtic / Milan 
10” Ring 

Propane  56,000 

Heritage 12”  Natural Gas 65,000 
Heritage 12”  Propane 65,000 

MonteCarlo 12”  Natural Gas 71,000 
MonteCarlo 12” Propane 77,000 

Maximum Inlet Gas Supply Pressure 
 Natural 

Gas 
LP(Propane) 

Intended Operating 
Pressure 

7.0” w.c. 11.0”w.c. 

MINIMUM CLEARANCE TO COMBUSTIBLES 
 Inches mm 
Floor 0 0 
Side Walls 48 1,219 
Top of unit to ceiling 72 1830 
NOTE – LP refers to Liquid Propane Fuel Type 
NOTE – w.c. refers to Water Column 

 

                                                INSTALLATION 





or 
2. For an enclosure having four sides, a top and bottom: 

a) At least two ventilation openings at cylinder valve level shall be provided in the side wall, equally sized, 
spaced at 180 degrees (3.14 rad), and unobstructed. Each opening shall have a total free area of not less 
then ½ square inch per pound (3.2 sq. cm/kg) of stored fuel capacity and not less then a total free area of 
10 square inches (64.5 sq. cm).  

b) Ventilation opening(s) shall be provided at floor level and shall have a total free area of ½ inch per pound 
(3.2 sq. cm/k) of stored fuel capacity and not less than a total free area of 10 square inches  If the 
ventilation openings at floor level are in a side wall, there shall be at least two openings.  The bottom of 
the openings shall be at floor level and the upper edge no more than 5 inches (127 mm) above the floor. 
The openings shall be equally sized, spaced at 180 degrees (3014 rad) and unobstructed. 

c) Every opening shall have minimum dimensions so as to permit the entrance of a 1/8 inch (3.2mm) 
diameter rod. 

3. Cylinder valves shall readily be accessible for hand operation. A door on the enclosure to gain access to the 
cylinder valve is acceptable, provided it is non-locking and can be opened with out the use of tools 

4. There shall be a minimum clearance of 2 inches (40.8mm) between the lower surface of the floor and the LP gas 
supply cylinder enclosure and the ground. 

5. The design if the enclosure shall be such that (1) the LP gas supply cylinder(s) can be connected, disconnected 
and the connections inspected and tested outside the cylinder enclosure; and (2) those connections which could 
be disturbed when installing the cylinder(s) in the enclosure can be leak tested inside the enclosure. 

6. Be certain to mount or set the 20lb LP gas cylinder on a flat surface and restrain it to prevent it from tipping. 
Purge the gas supply line of any trapped air prior to the fi rst firing of the unit. 
WARNING: During the initial purging and subsequent lightings, NEVER allow gas to remain in the ‘Open” 
position without first placing and igniting the fire starter. 
 

OPERATION 
Upon completing the gas line connection, a small amount of air will be in the lines. When the first lighting the burner, it will 
take a few seconds for the lines to purge themselves of this air. 
Once the purging is complete, the burner will light and operate as indicated in the instruction manual. Subsequent lighting 
of the appliance will not require such a purging unless the gas supply has been disconnected. 
WARNING: Read and follow the safety and lighting instruction page in this manual and on the labels on the appliance. 
BY NOT FOLLOWING INSTRUCTIONS, A FIRE/ EXPLOSION MAY RESULT. YOU MAY BE SERIOUSLY INJURED. 
 
 
 
 
 
 
 
 
 
 

BASIC SET UP 
Once the fire pit is in position, level and safely hooked up to the proper fuel supply, it is now time to install the crushed 
lava rock. This is also an essential part of the overall set-up as it will impact the way the unit burns if not properly installed. 
Layer the lava rock in level across the burner plate. Bring it up to a level that is just over top of the burner by about 1”. Do 
not completely cover burner element or block the igniter box with lava rock. Next, install the imitation fire logs. These 
should be laid in as shown in the image below. Start by laying one round log in the centre of the unit. This log should be 
perpendicular to the igniter box and lay on top of the centre support bracket. Lay the other logs, (quantity may vary by unit 
type), in a teepee configuration over the first log. It is important that the logs not lay directly on top of the burner. By 
blocking the burner it will impact air flow and will cause the unit to be difficult to ignite or will impact how the flame comes 
through and burns. Once all the logs are in place as shown you can begin next steps. NOTE: Be sure unit is cool before 
touching any of the components.  
 








