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What is Supercast? 
 

Supercast is a proprietary blend of fiber glass and polymer fortified concrete.  We offer a 

variety of colors and finishes including Natural Grey, Mocha, Marbleized Mocha, Noche, 

Marbleized Noche, Marbleized Artisan Acid Wash, Polished Brown, Polished Midnight Mist, 

White Onyx, Barnwood and Washed Cedar. This guide will help inform you about some 

unique characteristics of a Glass-Fiber reinforced concrete top and help you keep it looking 

like new for years to come 

 

Supercast Glass Fiber Reinforced Concrete (GFRC) Products Warranty Information 

 One year warranty on structure and finish.  Cracks that exceed ⅛’’ displacement in 
either height or gap and determined to be a product of either material or 

workmanship, shall be warrantied for a period of 1 year.  Non-structural hairline 

cracks are possible, and shall not be considered a manufacturing defect. 

 Natural variations in color, shade, porosity, pitting and texture may occur with GFRC 

products and are considered inherent and valued qualities of the 

material.  Variation in shape and dimension can be up to ± ¼”. 
 Under most conditions, re-sealing is suggested every 1-2 years using a clear matte 

finish solvent based concrete sealer. The frequency is dependent on ambient 

conditions including, but not limited to: frequency of use, exposure to UV, saltwater, 

chlorine, hard water, air temperature, and humidity. 

 If covering a GFRC item, use a one-way breathable cover as supplied by The 

Outdoor GreatRoom Company, LLC (OGC) or equivalent.  Do not use other 

materials or objects in order to hold down or secure a protective cover on top or 

around the GFRC item. 

 While maintaining a regular re-sealing maintenance schedule in combination with 

using a one-way breathable cover, the color of a GFRC item will fade minimally over 

time and should not require re-staining or re-coloring.  If re-staining, contact OGC for 

an approved stain type and color. 

 When used in conjunction with a Crystal Fire Plus burner setup, all custom GFRC 

products are required to operate with an OGC glass guard installed around the 

burner. The glass guard improves the flame appearance and reduces the risk of 

unnecessary thermal stress on the GFRC surface.  A glass guard is recommended for 

stock GFRC products. 

 

What makes a concrete top unique? 

Your top is handcrafted from Portland cement concrete and reinforced with glass fibers to 

provide exceptional strength and durability compared to traditional concrete.  Supercast is 

typically 1/3 of the thickness of traditional concrete with 3 times the strength.  Each piece 

offers its own uniqueness; you may notice color variations in your fire table top or outdoor 

kitchen countertop. This is intentionally done during the molding process in order to create a 

unique natural appearance which mimics natural stone.  One factor that may slightly affect 

coloration is thickness. On fire table tops, the burner cover may appear slightly different 

than the rest of the top due to the difference in thickness.  
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Maintenance Instructions: 

To keep your fire table top or outdoor kitchen top looking new, we recommend the 

following: 

 Keep covered when not in use to protect from buildup of water, snow, dust, dirt, and 

debris and direct sunlight whenever possible.  

 Do not put the cover on when the table is wet. 

 If any colored liquids such as wine or soda are spilled on your top, clean off 

immediately to avoid possible staining. 

 We recommend cleaning your top regularly with a mild mixture of dish detergent 

and warm water; rinse thoroughly. 

How do I reseal Supercast surfaces? 

 First clean using a diluted solution of vinegar and water to remove any dirt or debris 

that may have accumulated on the surface and allow to dry. 

 Reseal the surfaces using SC-Sealer from The Outdoor GreatRoom Company, or a 

clear matte finish solvent based concrete sealer, and allow to cure for 24 hours 

before exposing to water or use.  Follow instructions provided on the container of the 

sealer taking care not to over apply the sealer and causing runs or bubbles. 

 Minor surface scratches can be removed by using the re-sealing method above.  

Clean the area affected and apply the sealer.  


